CASTINGS A& B
(UNLESS NOTED OTHERWISE)
STD. PLATES 2201E & 2202D

| ] ADJUST TO GRADE
[ I — PER STD. PL, 23218
N 27" === [T~ 27" RCP RISER WITH 4"
fe——) T 3" WALL THICKNESS
AN Y
— ‘
] ANCHOR CLAMP PER
N STD. L. 23118
3G52 CONCRETE BASE
MANHOLE
| C900 P.v.C. WITH MECHANICAL
RETAINER JOINTS SAME
DIAMETER AS DROP PIPE
S
EXTEND CONCRETE ENCASEMENT 6" ABOVE
JOINT OR TOP OF ROCK (IF ANY), WHICHEVER
IS HIGHER
o
/— DO NOT ENCASE JOINT
€900 P.V.C.
TRANSITION TO SEWER MAIN MATERIAL TO
8E ON UNDISTURBED SOIL, MIN. DISTANCE
FROM EDGE OF EXCAVATION IS 2
@ A .
NOTES: d L N \_ €900 P.V.C. (DROP PIPE) WITH
B g J - MECHANICAL RETAINER JOINTS
: o - : 8" DIA. FOR 8" & 10" MAINLINE
. USE FOR DROPS GREATER THAN 2'-0' -
b aBovE F;Nv}érg OFTWAJHSJEH = b LA 10" DIA. FOR 12" TO 16" MAINLINE
2, FITTINGS ARE CAST IRON, CLASS 150 & p Y
OR DUCTILE IRON CLASS 52 e N ) -
3. CROSS TO BE D.LP. CL 52 WITH % .
MECHANICAL RETAINER GLANDS 4 1.4
4, CONCRETE ECNCASEMENT CLASS 3G52 :
OR UNDERGROUND UTILITY MORTAR MIX
CONTAINING PORTLAND CEMENT
5, TELEVISE DROP PIPE AND MANHOLE
PRE-CONSTRUCTION AND POST CONSTRUCTION
MANHOLE

I hereby certify that this plan, specification or
report was prepared by me or under my direct
supervision and that I am a duly Licensed
Professlonal Engineer under the laws of the
State of Minpesota

Olaren D, Ao

AARON D HASS

Date 26424

09-09-2021 Llc. No.

CONCRETE 3G52

PRECAST CONCRETE
HORSESHOES SET IN 3/8"
FULLY MORTARED BED

22" X 30" MIN,

A

CITY OF ST. PAUL
DEPARTMENT OF PUBLIC WORKS

OUTSIDE DROP (TYPE 1)

Date of Standard
Revision Plate
No.
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2021 2115 AI




